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AMERICAN MOTORCYCLES
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BUELL BLAST PERFORMANCE MUFFLER KITS

General

This Muffler Kit is designed for installation on 2000 and later
Buell Blast Model Motorcycles.

CAUTION

Buell motorcycles equipped with some high-perfor-
mance engine parts may not be used on public roads
and in some cases must be restricted to closed course
competition.

This engine related performance part is intended for
high-performance (off-road) racing applications only,
and is not legal for sale or use in California on pollution
controlled motor vehicles.

Alterations of emission related components constitutes
tampering under USEPA guidelines and can lead to sub-
stantial fines and penalties. Use of this kit may reduce or
void the Limited Warranty coverage.

Engine related performance parts are intended FOR THE
EXPERIENCED RIDER ONLY.

NOTE
This instruction sheet references Service Manual information.
A Service Manual for your model motorcycle is required for
this installation and is available from your Buell Dealer.

Installation

Removing the Stock Muffler

AwarNING
To prevent accidental vehicle start-up, which could
cause death or serious injury, disconnect battery cables
(negative cable first) before proceeding. (00048A)

Awarning
Disconnect negative (-) battery cable first. If positive (+)
cable should contact ground with negative (-) cable con-
nected, the resulting sparks can cause a battery explo-

sion, which could result in death or serious injury.
(00049A)

1. Refer to the Service Manual and follow the instructions
given to remove the seat and disconnect the battery
cables, negative cable first.

CAUTION

To prevent damage to muffler, secure muffler before
removing rear muffler strap.

2. See Figure 1. Remove the hardware attaching the rear
muffler strap to the motorcycle. Discard the strap (12),
“L" brackets (15) and spacers (13 and 14). Save the
screws (16 and 17), washers (6) and nuts (7) for later
installation.
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Save items marked * 9. Spacer *
10. Spacer *
1. Gasket, exhaust port 11. Muffler assembly
2. Retaining ring, exhaust 12. Strap, muffler (rear)
3. Clamp, exhaust ring * 13. Spacer (right)
4. Nut (2) * 14. Spacer (left)
5.Bolt* 15. Bracket (2)
6. Washer (6) * 16. Screw *
7.Nut (2) * 17. Screw *
8. Grommet (2) *
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Figure 1. Stock Exhaust System Assembly
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